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Multi-wavelength Multi-port Re-configurable Light Sources and Detectors 

LT-MWMP-IXX 

 

 

 

Key Features 

• 16 or 32 Wavelength Channels 

• 16 or 32 Output Ports 

• Re-configurable Output Ports 

• Re-configurable Output Wavelengths 

• Multi-channel Tunable Lasers 

• Multi-channel PIN/APD Detectors 

• Cyclic AWGR Embedded  

• Highly Flexible and Versatile  

Applications 
 • Multi-wavelength Multi-port Optical Source 

and Detector System   

• WDM Device and System Test 

• Multi-channel Spectral Measurement 

Specifications 

Parameters Unit Index Note 

Channel Spacing GHz 100  

Wavelength - C-band /L-band/ O-band  

Output Ports - 1-16 1-32 N wavelengths 
can be emitted 
from one port, or 
distributed in N 
ports.  

Output Wavelength Number  1-16 1-32 

Wavelength Accuracy pm ≤10  

Wavelength Stability pm ≤5  

Direct Single-Channel Output Power  dBm ≥5  

Single Wavelength Output Power 
After WDM 

dBm 0~4 -2-3  

Power Stability（8h） dB ±0.02  

Sensitivity dBm -18/-24 PIN/APD 

Connector - LC-PC  

Communication Interface  - Ethernet  

Operating Temperature ℃ -5～+65  

Store Temperature ℃ -40～+85  

Size cm 43.7×33×8.9  
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Order Information 

Family 

Name 

- MWMP - Package Channel 

Number 

Starting 

channel 

Frequency 

- Connector 

LT - MWMP: 

Multi-

wavelength 

Multi-port  

- I: Instrument 16 channel: 

16,  

32 channel: 

32 

191.2THz: 

912 

   
7: LC/PC  
8: LC/APC 

LT - MWMP - I 16 912  7 
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