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Optical Multi-meter with Tunable Laser Source 

LT-MM-I 

 

 
 

Key Features 

• Tunable laser, Power Detector and Wavelength 
Measurement in one   

• 80 Channels with 50GHz Spacing 

• C or L band 

• Supporting 2.5Gbps and Low Frequency 
Phase-locked Modulation  

• Supporting CW Wavelength Sweeping 

• Both USB and Ethernet interfaces are available  

Applications 

 
• Active and Passive Optical Device Testing 

• Fiber FBG Sensing  

• Measurement in lab 

Specifications  

Parameter Min Typ Max Unit 

Wavelength Range (ITU channels) 80 channels @ 50 GHz spacing ( 30 nm)  

Wavelength Range (Continuous Scan) C or L Band ≧24 nm 

Wavelength Step size 1   pm 

Wavelength Accuracy  ±5 ±10 pm 

Wavelength Tuning Speed  5  ms/step 

Average Output Power 1 3 8 dBm 

Power Stability (1hour)  0.05  dB 

Power Stability(24hour)  0.08 0.1 dB 

Side-Mode Suppression Ratio (SMSR) 35 40  dB 

Receiver Power accuracy  0.1  W 

Receiver Overload Power 0.5   mW 

Operating Temperature 15  35 °C 

Storage Temperature -5  50 °C 

Dimensions (LxWxH) 266 x 248 x 116 mm3 

Weight 5 kg 

Power Supply 100 - 240 V 
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Order Information 

Family 

Name 

- MWMP - Package Wavelength - Connector 

LT - MM： 

Multi-meter 

- I: 

Instrument 

C Band：C 

L Band：L 

 4: FC/PC 

5: FC/APC 

 

LT - MM - I C  5 
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