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Wavelength Swept Laser Module    

WSLM 
 

 

Key Features 

• C- or L-band 

• Continuous Wavelength Sweep  

• 2-Channel Power Meter Included  

• Integrated Return Power Measurement 
 

 
Applications 

• Test and Measurement 

• FBG Sensing Systems 

• Gas Sensing 

• Laser Spectroscopy 

• Filter Characterization 

 

I. Optical Characteristics (TOP = 0 to 70℃) 

Parameter Min Typ Max Unit Note
s 

Output Power  5  dBm  

Output Power Variation  0.05  dB  

Power Stability @12hour  0.05  dB  

Wavelength C- or L-band   1 

Tuning range 20, 40, 60 nm  

Side-Mode Suppression Ratio (SMSR) 35 38  dB  

Optical Isolation 25   dB  

Linewidth  3 5 MHz  

Relative Intensity Noise (RIN)  -135  dB/Hz  

Wavelength Sweep Operation 

Continuous Sweeping Range (at a fixed 

operating temperature) 

10, 20, 30 nm  

Wavelength Resolution  5  pm 2 

Wavelength Accuracy  ±10  pm  

Wavelength Repeatability  ±5  pm  

Sweeping Speed  50  nm/s 3 
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Power Masurement Operation      

Receiver Power Accuracy  0.01  dB  

Receiver Power Sensitivity -60   dBm  

Receiver Overload Power   10 dBm  

Notes: 

1. Customized wavelength can be developed upon request. 

2. Can be customized down to 1pm. 

3. Based on 5 pm wavelength resolution. 

 

 

II. Electrical and Thermal Characteristics (TOP = 0 to 70℃) 

 

 

 

III. Order Information 

 

 

 

 

 

Parameter Symbol Min Typ. Max Unit 

Operating Case Temperature Top 0 25 70 ℃ 

Total Power Dissipation Ptot - 5 7.5 W 

Supply Voltage Vs 4.8 5.0 5.2 V 

Dimension D 148×130×56 mm 

Family 

Name 
- Wavelength 

Continuous 

Sweeping Range 

Output 

Power 
Fiber Connector 

WSLM - 
C: C band 

L: L band 

10:10nm 

20:20nm 

30:30nm 

1:1mW 

5:5mW 

 

SM Pigtail: SM 

1: SC/PC 

2: SC/APC 

3: SC/UPC 

4: FC/PC 

5: FC/APC 
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